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1) SURFACE PREPARATION
•	 Substrate should be sound and prepared to a level to ensure a solid bond.
	 A CSP 2 is acceptable. 
•	 Gypsum wallboard has very low tensile strength.  Additional work should be
	 performed to create a structural substrate over drywall.
•	 FRP and metal substrates must be de-glossed using a Bristle Blaster or 60 grit
	 abrasive paper.
•	 Remove dust, debris and bond inhibitors prior to installing Easycove®.

2) EASYCOVE® COVING INSTALLATION
•	 Remove Easycove® from the box.  If cold/stiff, lay out in straight lengths and
	 warm up in a warm room (the hotter the better) or use forced hot air to help 	
	 material relax.
•	 Install Easycove® at operating temperatures of room whenever possible.
•	 Start by installing the corner pieces. Once pieces are placed, use full length 		
	 pieces to fill in between the corners. This facilitates the least amount of cutting. 	
	 When a length is shorter than 48 inches, measure the length between the last 	
	 piece and the beginning of the corner and, using a sharp utility knife or miter 	
	 saw, cut to the required length and install. 
		  •		 Use approved adhesive to the inside 90° of the floor/ wall interface and 	
				    the two DoveLock™ dovetail interlocking bond channels. 
		  •		 Optional: Adhere each end of the Easycove® lengths to the next, using
				    the Join and Seal fast set adhesive. 
•	 Once the cove has been installed, inspect the top, bottom, and butt-joints of
	 the cove for gaps. The gaps can be filled with a coatable filler/adhesive. 
•	  Use a clean cloth and isopropyl alcohol to wipe down face of coving to
	 remove dirt or contaminants.
•	 Apply resinous coating (epoxy, polyaspartic, etc.) using a brush, roll, or spray
	 and finish per the coating manufacturers directions.

NOTES: 
Whenever applying Easycove® coving over a previously painted surface, the bond will only be as good
as the coating that Easycove® cove is adhered to.

Easycove® should be stored in a warm area, completely flat.

The purpose of the bead is to create a water-proof seal between the adhesive and the cove anchor. 
Failure to have a consistent half-inch bead may allow moisture to intrude and compromise the bond.

 QUICK INSTALLATION SHEET

• Easycove® Coving Material	 • Tape Measure	 • Pencil

• Cove Adhesive	 • Miter Saw / Hand Saw	 • Finishing Materials

TOOLS & MATERIALS NEEDED


